
Caratteristiche

• Coperchi scorrevoli 
•  Coperchi isolanti
•  Isolamento 77 mm
•  Termometro
•  Ruote piroettanti di cui due con freno
•  Cestelli
•  A richiesta (quantità minima richiesta): 

- Divisori per cestelli 
- illuminazione interna LED 
- Grafica

CUBE 22

*) La classe climatica 4 è stata modificata in classe climatica A in base alla nuova normativa UE. 
*) La classe climatica 7 è stata modificata in classe climatica B secondo il nuovo regolamento UE. 
*) La classe climatica 5 è stata modificata in classe climatica C secondo il nuovo regolamento UE.

CUBE 22
Congelatore orizzontale con coperchi piatti isolati

CUBE 22
CLASSE CLIMATICA

B

VOLUME
Volume lordo, litri 205
Volume netto, litri 163

TEMPERATURA
Intervallo di temperatura ambiente, °C  da +16 a +35
Intervallo di temperatura all'interno dell'unità, °C da -16 a -23

DATI DI RAFFREDDAMENTO
Refrigerante R290
Quantità di refrigerante (gr) 66
Tipo di raffreddamento Statico
Tipo di sbrinamento Manuale

ENERGIA
Consumo energetico / 24 h kwh a 30 °C 1,200
AE - Consumo annuo di energia, kwh  438
EEI -Indice di efficienza energetica  34,0%
EC -Classe energetica C

DATI ELETTRICI
Potenza 220-240 v / 50 Hz
Potenza 110 volt / 60 hz Optional
Consumo di corrente (ampere) 0,37
Potenza in ingresso (watt) 82

DIMENSIONI
Dimensioni esterne (l x p x a)  764*694*867
Dimensioni interne (l x p x a)  606*536*688
Dimensione A 764
Dimensione B 694
Dimensione C 867
Dimensione D 764
Dimensione E 606
Dimensione F 406
Dimensione G 536
Dimensione H 688
Dimensione J 438
Dimensione L 798
Isolamento (mm) 77

STANDARD
Scocca esterna Acciaio bianco
Scocca interna Acciaio
Isolamento Poliuretano
Termometro Digitale
Termostato Meccanico
Ruote Di serie
Cestelli inclusi 2

OPZIONI
Divisori Optional
Ruote con freno Optional
Blocco Optional
Luce interna - (min. 40 pz) n/a
Grafica Optional

OMOLOGAZIONI
CE (EU) / UL (USA) Sì

PESO
Peso netto, kg 45
Peso lordo, kg 48

CUBE 35 CUBE 45
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DISPLAY FREEZER
7he &uEe is a freezer  perfect for storaJe and Yery roEust� )urther the lids are eTuipped with small wheels� 
which maNes them e[tremely easy to moYe� $ll the models meet the reTuirements from (8 Ey �� 6eptemEer� 
���� � called (codesiJn�
In Jeneral it is only allowed to use �� � of the enerJy compared to ����� :e are proud that we haYe achieYed 
this Joal� 7o do this� we haYe had our focus on lids and compressors � now usinJ enerJy friendly hydrocarEon 
refriJerants such as 5��� and 5���$�
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CLIMATE CLASS      
Ambient temperature range B B B B B 

VOLUME
Gross volume, litres 205 331 426 503 602
Net volume, litres 163 267 345 408 489

TEMPERATURE      
Ambient temperature range, deg. C +16 to +35 +16 to +35 +16 to +35 +16 to +35 +16 to +35
Temperature range inside unit, degree C -16 to -23 -16 to -23 -16 to -23 -16 to -23 -16 to -23

COOLING DATA
Refrigerant R290 R290 R290 R290 R290
Refrigerant amount, gram 66 68 80 96 112
Type of cooling Static Static Static Static Static
Type of defrost Manual Manual Manual Manual Manual

ENERGY
Energy consumption / 24h kwh at 30 
deg. C 1,200 1,729 1,896 2,389 3,099

AE- Annual Enrgy consumption , kwh 438 631 692 872 1131
EEI- Energy Efficiency Index 34,0% 38,6% 36,3% 41,1% 47,1%
EC-Energy Class C D D D D

ELECTRICAL DATA
Power 220-240 v / 50 Hz 220-240 v / 50 Hz 220-240 v / 50 Hz 220-240 v / 50 Hz 220-240 v / 50 Hz
Power 110 volt / 60 hz Optional Optional Optional Optional Optional
Current consumption ( ampere) 0,37 0,56 0,62 0,94 1,1
Input power (watt) 82 120 133 197 223

DIMENSIONS
External dimensions (wxdxh) 764*694*867 1094*694*867 1344*694*867 1544*694*867 1804*694*867
Internal dimensions (wxdxh) 606*536*688 936*536*688 1186*536*688 1386*536*688 1646*536*688
Dimension A 764 1094 1344 1544 1804
Dimension B 694 694 694 694 694
Dimension C 867 867 867 867 867
Dimension D 764 764 764 764 764
Dimension E 606 936 1186 1386 1646
Dimension F 406 736 986 1186 1446
Dimension G 536 536 536 536 536
Dimension H 688 688 688 688 688
Dimension J 438 438 438 438 438
Dimension L 798 798 798 798 798
Insulation (mm) 77 77 77 77 77

STANDARD
Outer cabinet White galv. Steel White galv. Steel White galv. Steel White galv. Steel White galv. Steel
Inner cabinet                               Steel inner liner Steel inner liner Steel inner liner Steel inner liner Steel inner liner
Insulation Polyurethane Polyurethane Polyurethane Polyurethane Polyurethane
Thermometer Digital Digital Digital Digital Digital
Thermostat Mechanical Mechanical Mechanical Mechanical Mechanical
Castors Inclusive Inclusive Inclusive Inclusive Inclusive

OPTIONS
Dividers Optional Optional Optional Optional Optional
Max number of baskets 2 3 4 5 6
Castors w brakes Optional Optional Optional Optional Optional
Lock Optional Optional Optional Optional Optional
Internal light n/a n/a n/a n/a n/a
Graphics Optional Optional Optional Optional Optional

APPROVALS
CE (EU) ,  UL (USA) Yes yes yes yes yes

WEIGHT
Net weight, kg 45 53 61 68 71
Gross weight, kg 48 57 65 72 75

SHIPPING
20' cont. capacity 42 30 24 20 18
40' cont. capacity 84 62 50 44 38
40' HC cont. capacity 126 91 74 64 55
Standard trailer capacity 153 105 84 78 63

	
  

Flat solid sliding lids

Thermometer

77 mm insulation

Castors

Options:

• Baskets

• Dividers

• Lock

• Graphics 
(minimum quantity required)

• Castors with brake

F E AT U R E S

U P  T O  5 0  %  R E D U C T I O N  O F 
E N E R G Y  C O N S U M P T I O N

Standard 
configuration 
of ventilation 
grid

TYPICAL CONFIGURATION 
OF VENTILATION GRIDS
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FALSBUND 1

KURVN1

DELERIST 3

KURVN4
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